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Precision Machinery
69000

GT-C3 ) Portable Regular Chamfering Machine

Portable Irregular Chamfering Machine

Specify voltage when ordering.

Model GT-C3 GT-R3

Capability 0~3mm

Speed 12000r.p.m

Guide rail length 5.9A

A.M.P. 110V/220V,1PH,50Hz/60Hz

Voltage 2100mm

Machine Size 300mmx160mm

Pack Size | 370mmx13ommx130mm

Blade Spec. SPMAQ090308 | SPMAO90308

Min. dia. for inside bevel - 16mm
GT-R3 NG Weight 2.7kgs 2.9kgs

69020 GT-100C ) Portable Regular Chamfering Machine

Features:

A Adoptingflat face mill cutting, swivel base angle
to make cutter flute to be recycled used for cost

reduction.

h Two adjustment function, the original L type
(FI1g. 1); the new for Vtype (Fig. 2).

A New V type is more energy saving, surface finish
are much more smoother after chamfered.

Specify voltage when ordering.

Model GT-100C
Capability(Original Ltype) | 0~3m/m
Capability(New Vtype) | 0~5m/m (Twice)
Table Size ~ 100x70m/m
Motor  110V/220V,1PH,50/60Hz
gg Variable Speed 11000 r.p.m
2_"0_‘ : 0? Non-Loaded Motor |  2800~11000 r.p.m
%% &1 - I"’““\ Blade Spec. 670W 6.0A
xz X / Speed - SPMW (0903 ADTR
XS N.W. /G.W | 2.4/2.8kgs
Fig. 2 '@ Pack Size a8cm x18cmx14dem




69030 GT-100R ) Portable Irregular type Chamfering Machine
69040 _ GT-100CR Portable Dual type Chamfering Machine

® / = Specify voltage 110V/220V when ordering.

Model GT-100R GT-100CR
Capability(Original Ltype) 0~3m/m
Capability(New Vtype) | 0~5m/m (Twice)
Speed 11000 r.p.m
Back Variable Speed | 2800~11000 r.p.m
Table Size 100x70x8mm
Guide Rail Length (100R) 2100x30x6mm
Motor | 110V/220V,1PH,50/60Hz
Non-Loaded Motor 670W 6.0A
NW./GW,  2.4/2.8kgs
Pack Size - 38x13 x14cm
NOTE:

GT-100CR Install with fig. 1 for Irregular chamfer
GT-100CR removes bearing and install with fig. 2 for regular cham
Above two function share the same body like fig. 10.

Optional Accessories

Order No. Name Spec. Fig
69045-01 | GT-100R Plate | $100x230x26mm | (D
69045-02 GT-100C Square | 100x70x8mm (2)
69045-03 Bearing | 635727 | @
GT-100CR Dual-use body 69045-04 | GT-100R Tool | @
Fig 0 69045-05 | GT-100C Tool ®
69045-06 | GT-100RInsert2R | | ©®
69045-07 | GT-100RInsert3R | | @
69045-08 | GT-100CInsert | SPMW0903ADTR | &)
9
2R Insert
Fig©)
3R Insert
Figl
. .ri;]
Flg Optional:
Radius Chamfer Standard Blade e
only  (F s
Fig) F19) Fig®)
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Precision Machinery

69050  GA200 » Powerful Portable Chamfering Machine

Features:

A Adopting concept of side mill cutting, rapidly
shifting for inserts.
h. Capable of chamfering any metal material.

A Adjustable swivel track from 15°to 45“for any
angular chamfering demand.
A Chamfering capability 0~7C, 0~10mm/45°
A Track size : 200mm x 78mm x 9mm
200mmx 45mmx 9mm
A Horsepower : 1HP

A Blade spec.: SPUN1203 x 9 pcs
A Product size: 36mm x 200mm x 260mm

Specify voltage when ordering.

Order No.| Model Capabilityy Range | Speed Voltage N.W. G.W. Pack Size
O~7/mm B apels 220V/380V,
69050 GA200 (Twice) 157~45" | 3900r.p.m 3PH. 50Hz/60Hz 11kgs | 13kgs | 40.5cmx30cmx30cm

Powerful Portable Chamfering Machine

Features:

A Adopting concept of side mill cutting, rapidly
shifting for inserts.
A Capable of chamfering any metal material.

A Adjustable swivel track from 15°to 45 for any
angular chamfering demand.

S Chamfering capability 0~14C, 0~20mm/45"

A Tracksize :250mm x 75mm x 9mm
200mMmx O0mmx 9mm

A Horsepower : 2HP

A Blade spec.: SEKN120308 x 12 pcs

A Product size: 36mm x 200mm x 260mm

A Accessories: 261.5x%22x12.8mmx 1pc

261.5x922x11.3mmx 1pc

Specify voltage when ordering.

Order No.

53
2 m
0
=0
mo
A

_<Z

Capability] Range | Speed Voltage NW. G.W. Pack Size

0~14C, 220V/380V,

O O
69060 GS250 0~20mm/a5°| 19 40 3000r.p.m 3PH. 50Hz/60Hz 24Kkgs | 27kgs | 55cmx42cmx32cm




69070 GR60 ) Powerful Portable Chamfering Machine
27 ’

Handle

Features:

A Quick and effective solution for adding bevels
and deburring.

A Variable speed for working with a variety of
materials

A Uses standard triangle carbide inserts.

A Rapid shifting between 30° cutter and 45° cutter.
A Single chamfering capability is 2mm.
A Chamfering capability 0~6C, 0~8.5mm/45°
A Horsepower: 1200W
- | | . A Blade spec.: TCMT16T308 x 2 pcs
] | rw A Product size: 58mm x 37mm x 24mm
S 45°

h {
\\Wae N\

Blade Switch

= Specify voltage when ordering.

Min. Dia. for
| inside chamfer |

Order No., Model | Capability| Range N.W.

Speed Voltage

| | | | - 110V/220V, | 4.6kas
69070 GR60 0~6mm | 45°(Optional30°))  ©20mm | 3000~6000r.p.m 1PH,50H2/60Hz | (10.1 g?bs)

69080 GA40 ) Portable Engraving Chamfering Machine

Features:

A Portable type and variable speed for different
material chamfering.

A Lower horsepower and high speed motor by
carbon brush, suitable for soft material.

A Replaceable engraving handle for both engraving
and grinding.

A Chamfering must be stable and applied with
suitable speed, each processing better not
exceed 1mm.

h. Chamfering capability 0~14C, 0~20mm/45°

h Tablesize:247mm Xx 2 17mm

A Non-Loaded Motor: 1/3HP 250W 0.8A

A Blade spec.: CPMT060204

., _
o

A Hose spec.: 36” (91.44mm) ~§//
A Accessories: Engraving Handle with clamp (0~4mm) o
> X
Specify voltage when ordering. 98
>0
Capability | Capability Mo
Order No.' .(Steel Iron) _(Alumlnum) Speed . Voltage - N.W. - G.W. . Pack Size 2k
0~2C, 110V/220V,
69080 GA40 (0~Clone time 1C) 0~2C | 500~30000r.p.m 1PH.50Hz/60Hz 2.7kgs | 3.3kgs | 34cmx27cmx14cm
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Precision Machinery

69090 GB320) Sanding Wheel Type Chamfering Machine

Features:

A Apply sanding wheel for de-burr.

A Suitable for steel, cast iron and hardened parts.
A Burroccurred if applied on aluminum or soft iron.
h Easy to operate and safety

h Railway spec.: 320mmx 120mm x 12mm
320mMmx 28mmx 12mm

A Motor: 1HP

A Accessory: Sanding Wheel spec.
D165mm x22mm (#60)

A Machine Size: 320mm x 500mm x 370mm

Specify voltage when ordering.

Order No., Model |Capability) Range | Speed Voltage N.W.| G.W. Pack Size
69090 | GB320 | O~3mm 45° | 3500rp.m| fyo e N W 105K gs 27kgs | 46cmx3Eemxa8om

69100 Gc500) Dual Function Chamfering Machine

D00 BFeatures:

A Apply grinding wheel to chamfer, specially for
hardened and specilal treatment workpices.

’Y

O900BRFeatures: .

A Adopting Face milling for better smooth surface
and energy saving.

A Suijtable for any material, notincluding heat
treatment material.

D00CFeatures: . a

A Two in one type, interchangeable for grinding
wheel & face mill
A Suitable for any material.

® Railway Spec.:500mmx100mmx12mm,
200mmx40mmx12mm,

® Motor: 1HP

® Blade Spec: SEKN1203x5pcs(500BR)

e Machine Size: 500mmx420mmx350mm,

e Accessory: Face Mill250x?217x35mm

e Grinding Wheel:2100x217x50mm
(WA60,K5,VAG)(500B)

Specify voltage when ordering.

Order No., Model |Capability] Range | Speed Voltage N.W.| G.W. Pack Size
SEvee e | 3PH,220V/360V,or 1PH

‘ ~ - ) Jor )
69100-02 | GC500BR 0~3mm 45 3500r.p.m 110V/220V 50H2/60Hz 28kgs |31kgs| 55cmx44cmx38cm
69100-03  GC500C




69110 GA500 ) Side Mill Type Chamfering Machine

———

rd :hﬂ\
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Features:

Inserts (6 pcs)

A Suitable for steel, cast iron and hardened parts.
A Railway spec.: 500mmx 100mmx 12mm

o00MM X 40mmx 12mm

A Motor: 1HP

A Insert: SPUN1203 x 6 pcs
A Accessory: Side End Mill @ 63mm x@17mm x 15mm

A Apply Side End Milling concept with rapid shifting

P
aCO)g -0 A Machine Size: 500mm x 350mm x 320mm
| N T?x\uj V4 rb/<
//\‘\
// \\
Specify voltage when ordering.
Order No., Model | Capability| Range Speed \oltage N.W.| G.W. Pack Size
0 gt | 3PH,220V/380V.or 1PH. | |
69110 GAS00 0~3mm 1957~45 3900r.p.m 110V/220V 50Hz /B0Hz 206kgs [29Kkgs| 99cmx42cmx32cm

69120 GAQ500 ) Side Mill Type C&R Dual Angle Chamfering Machine

Optional:

Features:

A Apply Side End Milling concept with rapid shifting

A Suitable for steel, castiron and hardened parts.

I Adjustable cutting point of C angle to make the full
using side of blade.

A Optional inverter (3500 ~ 12000 r.p.m.) for smooth

Inserts (6 pcs)

surface after chamfered.

RS Blade.

A Rallway spec.: 500mm x 100mm x 12mm

o00mMmmMx40mm x 12mm

A Motor: 1HP

A Insert: SPUN1203 x 6 pcs

A Optional Accessory: R side mill cutter and R2/R3/

A . E A Accessory: Side End Mill@263mm x@17mm x 15mm
7?‘:;&4 5 - —1 I Machine Size: 500mm x 350mm x 320mm
(\9)@ ‘:3\<-._-_ | - — .
| N //, | \/‘1\ ER /[;\ P =
/ N b\ @ _*
‘ /‘/ \“\ // / \\‘«,. // \ \/
=
0~3C 0~3C R2~R5 > A
Specify voltage when ordering. g[-,"
=0
Order No.| Model | Capability Speed Voltage N.W.| G.W. Pack Size 22
! | ! { z
0~3mm& 0 3900rpm | 3PH,220V/380V,or 1PH,
69120 | GAQOSO0 IR 3R 5R 49 0~12000rp.m. | 110V/220V 50Hz/60Hz 28kgs 31kgs| Socmx42cmx32cm
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69130 GDF500 ) Multi-function Chamfering Machine

Features:

A V slide way design for both bowl wheel and face
cutter.

h Swivel work table enable more effective on blade
usage.

A All kinds material are suitable.

A Bevelingangle is 45°.

A Guide Rail spec.: 500mmx 100mm x 12mm
o00MM X 40mm x 12Zmm

A Motor: 1HP

A Insert: SEKN1203 x 5 pcs

A Accessory: End Mill:250mm x©217mmx 35mm

Bowl Wheel:@100mm x21 /7mm x 950mm
(WABO, K&, VAGB)
A Machine Size: 500mm x 420mm x 350mm

Order No., Model | Capability Cm'g“l';e' Speed Voltage N.W. G.W.|  Pack Size
69130 | GDF500 | 0~3mm 45° | 3500r.p.m| o heZEOUNA 17,1 30kgs (36kgs| S5cmx44cmx38em

\fe

NOISIO3¥d

69140 GAG500 Universal Face Mill Chamfering Machine

Features:

A Adopting face milling cutter to chamfer.

A Suitable for all kinds material.

A Beveling angle is 45°..

A Utilize jigs appliedto T-slot on work table for not
scratch the surface (Type 1).

A Utilize up and down function to chamfer T-shape
workpiece (Type 2).

A Guide Railspec.: 500mmx 150mm x 20mm

o00MM X 92mm x 12mm

A Motor: 1HP
A Insert: SEKN1203 x 5 pcs

Type 2. . h Accessory: Face End Mill:250mm x@17mm x 35mm
UP 3/ A Machine Size: 500mm x 430mm x 300mm
t - / \C Chamfer
Down
... | Chamfer :
Order No.| Model | Capability Angle Speed \oltage N.W. Pack Size
69140 | GAG500 | 0~5mm 45° |3500r.p.m | o el RINOT T 148 Bkgs [58Kgs | 50cmxB0cmx40cm




Standard Optional

=

Features:

A Adopting Inverter Motor (0~12000 RPM) to

processing any material (except heat treatment).
A Particularly for chamfering regular, irregular,
curve, inner gap and complex of surface.

8mm, or radius 4R or more.

A Chamfering capability 0~2C, or 3R.
A Bevelingangle is 45”.

A Capable of chamfering inner gap & inner dia. min.

Order No. 69150 Model GT-300A
Size | 330XVW330XH300mMm
Voltage 1PH 110V/220V:50Hz/60Hz

Motor

1HP,0~12000 r.p.m.

Chamfer Angle, 0~3mm 45°

N.W./G.W. 40kgs/42kgs
f—”/‘i Pack Size 55x44x38cm
R Track Size 300x250%x12mm
Order No. Model Description Fig
59150-A GT300A07 45° Forming Blade (for aluminum) A
69150-B GT300A082 Replaceable Blade B
69150-C GT300A083 Blade CPMT060204(2 blades / tool) ©
Examples:

/ \
Reqgular, Irreguar, 45°.
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69160 GT-12C ) Self-propelled Chamfering Machine

Features:

A Applicable to steel, stainless stell, aluminum,
copper, plastic and other materials.

A Fast chamfering speed, 2500~3000mm / min.

A No need of coolant oil or cutting oil when operation.

A The machine shall adapt to large workpiece and
small workplece shall adapt to the machine.

h Simple operation by one wrench for all the
functions.

A Adopting with high-carbon steel, strong and

durable with distortion free.

Adopting Itallan motor and reducer.

Specify voltage when ordering.

Order No. 69160 Model GT-12C
Voltage 3PH,220V/380V,50Hz/60Hz,
Motor | 2HP,2800rpm/50HZz,3420rpm/60HZ
Cutting Speed | 2500~3000/min(Max.)
Angle Height 13mm/45° (Carbon Steel)
8mm/45~ (Stainless Steel)
Bevel Angle 15°~50°

Workpiece Thick.. 6~40mm

Order No. Model Description
69162-01 | 2GT12C-01 ~ Cutter-Steel (intensity)
69162-02 2GT12C-02 Cutter-Steel (high strength)
e srbund’ Kapnauae: 69162-03 | 2GT12C-03 - Cutter-SUS (intensity)
Y 69162-04 2GT12C-04 Cutter-SUS (high strength)




Self-propelled Chamfering Machine

Features:

A Applicable to steel, stainless stell, aluminum,
copper and other materials.

A Fastchamfering speed, 1850~2250mm / min.

A No need of coolant oil or cutting oil when operation.

A The machine shall adapt to large workpiece and
small workpiece shall adapt to the machine.

A Simple operation by one wrench for all the
functions.

A Adjustable hydraulic lifting from 840mm~1240mm.

A Adopting Italian motor and reducer.

A Capable of processing 20mm each time for normal
steel, but for carbon steel and stainless, it shall do
more than once.

Specify voltage when ordering.

Cutting Angle Bevel Applicable
Order No. Model I Voltage Motor Speed Height Angle Thick.
d, ok Min/Max
69180 GT-20C | 220V/380V | 1720/60HZ YV 1 20mmid5° | 150~50° 9~50mm
50HZ/60HZ | 1400/50HZ | 1890~2290

Order No. Model Description Spec.

69182-01 | 2GT20C-01 | Cutter-Steel (high strength) | 2110X28
69182-02 | 2GT20C-02 | Cutter-SUS (high strength) | Z110X28

Standard Accessory




