
Goodwill focus on grinding technology,
One-stop solution for 

your grinding requirement.

Reliable
Reliable quality products 

Trustable
We put our reputation 

Responsible
What we promise what we do.

We believe, we can, we just do it.

Suzhou Goodwill Machinery Equipment Co., Ltd.
Add:  No. 21 Xiexin Road, New District, Suzhou City, Jiangsu Province,China. 

Mobile/WhatsApp: +86-173 7273 9851  

 Tel: +86-0512-65580060

Email:  info@goodwillme.cn        

Web:  www.goodwillme.cn

DEBURRING AND CHAMFERING MACHINES
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Universal rolling brush deburring surface drawing
Chamfering  
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EQUIPMENT CONFIGURATION 

• Processing width of equipment: 800mm、

1000mm、 1350mm 、 1600mm

• Processing thickness of equipment: 0.5-100 mm

• Feeding speed :0.5-8 m/min( variable frequency
ad1ustable)

• Optional feeding mode

1. Strong permanent magnet adsorption transport
feed (suitable for carbon steel workpieces. 
Workpiece size匀0 mmx10 mm)

2. Vacuum negative pressure adsorption conveying

feeding (suitable for stainless steel plate, copper

plate, aluminum plate, etc.)

1s not magnetically adsorbed. Workpiece size汪0

mmx50 mm)

• Four-column synchronous l1ft1ng, rolling brush
pos1t1on independent l1ft1ng, l1ft1ng servo control,
accuracy 0.01 mm

• Machine NC PLC touch screen ad1ustment
processing parameters

• Matching wet vacuum cleaner or industrial pulse
vacuum cleaner to treat grinding dust to achieve
environmental protection production

PRODUCT SCOPE OF APPLICATION 

• Applicable scope of equipment: suitable for flat plate parts, carbon steel plate, stainless

steel plate, aluminum plate, copper plate,打tanium alloy, all kinds of non-ferrous metals,

rubber and plastic materials

• Equipment function: pre-grinding, drawing, polishing, scratching, deburring, chamfering,

etc. for laser cutting, shearing, punching, cutting, plasma cutting

• Equipment combination: wide abrasive belt + universal roller brush single or multiple

combination structure



LSB一SERIES 
Medium plate/slagging/ deburring/ chamfering 
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EQUIPMENT CONFIGURATION 

• Equipment processing width :800 mm，1000mm、 1350mm 、 1600mm、 2000mm、 2200mm

• Equipment processing thickness : 1-100 mm

• Optional feeding mode

1. Conveyor belt+ rubber roller clip feeding (for ordinary

workpieces. Workpiece length匀50 mm

Strong permanent magnet adsorption conveying ma ten al 

for carbon steel workpieces. Workpiece size ;a, 10 x 10 mm

Vacuum negative pressure adsorption conveying feeding 

(for stainless steel plate, copper plate, aluminum plate, 

etc.) 1s not magnetically adsorbed Workpiece size汪0x 
50 mm 

• Rubber roller+ rubber roller clip feeding



LSD一SERIES 
Fine blanking parts/ wet deburring / chamfering 

TECHNICAL PARAMETER 

PRODUCT SCOPE OF APPLICATION 

• Application scope of equipment: suitable for precision stamping parts, gear parts, auto

parts, powder metallurgy parts, machine-added workpiece products, etc

• Equipment function: the workpiece edge, hole deburring treatment, so that the workpiece

surface consistent, all edge holes to achieve a uniform R arc

• Equipment combination: single or multiple combination structures of abrasive belt grinding

station + disk brush grinding station

PROCESSING WIDTH OF EQUIPMENT 

• Processing width of equipment :300 mm, 400mm、 650mm、 1050mm、 1350mm

1. 300 mm width machine consists of three planetary arrangement brushes, single brush autorotates and the whole
brush comb1nat1on revolves
2. 400mm width machine consists of four planetary arrangement brushes, single brush autorotates and the whole brush
comb1nat1on revolves
3. 650 mm width machine consists of five interlaced disk brushes, two ad1acent disk brushes are rotated forvvard and
backward, and the whole disk brush comb1nat1on swings horizontally 1n the vertical d1rect1on of the feed
4. 1050mm width machine I consists seven interlaced disk brushes, two ad1acent disk brushes are rotated forward and
backward, and the whole disk brush comb1nat1on swings horizontally 1n the vertical d1rect1on of the feed
5. 1350mm width machine 1s composed of nine interlaced disk brushes, two ad1acent disk brushes are rotated forward
and backward, and the whole disk brush comb1nat1on swings horizontally 1n the vertical d1rect1on of the feed

OPTIONAL FEEDING: 

1. Conveyor belt+ rubber roller clip feeding (for ordinary workpieces. Workpiece length ?c480 mm)
2. Strong permanent magnet adsorption conveying material for carbon steel workpieces. Workpiece size ;a, 10 mm x 10 mm)
3. Vacuum negative pressure adsorption conveying feeding (for stainless steel plate, copper plate, aluminum plate, etc.) 1s not magnetically
adsorbed Workpiece size ;a, 50 mm x 50 mm)

• Four-column synchronous l1ft1ng, l1ft1ng height d1g1tal setting and reading, unit: mm
• The equipment 1s supplied with grinding fluid by sprinkler pipes at each station. The magnetic adsorption outlet 1s equipped with

demagnetizing device to demagnetize the workpiece

• Automatic paper tape filter 1s used to filter grinding dust to provide grinding cycle grinding fluid to achieve environmental protection
production

• Advantages of wet processing

• The service life of wet processing consumables 1s longer



LSD-SERIES 
Dry deburring/ drawing/ polishing/ chamfering 

ECHNICAL PARAMETER 
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PRODUCT SCOPE OF APPLICATION 

Application scope of equipment: suitable for precision stamping parts, gear parts, auto parts, powder metallurgy parts, machine-

added workpiece products, etc 

Equipment function: the workpiece edge, hole deburring treatment, so that the workpiece surface consistent, all edge holes to 

achieve a uniform R arc

Equipment combination: single or multiple combination structures of abrasive belt grinding station + disk brush grinding station 

三气巴s I I ! 气气 I I 气气巴
度 1 I d1sk�

u
h兮［三d I I br三气气凶 I

1-lOOmm 18m/s 
（可选变频调速）

3000r/m1n 
（可选变频调速）

150r/m1n 
（可选变频调速）

120-280次/min
（可选变频可调）

PROCESSING WIDTH OF EQUIPMENT 

1. 300 mm width machine consists of three planetary arrangement brushes, one of which rotates
and the whole brush 1s rotated

2. 400 mm width machine consists of four planetary arrangement brushes, a single disk brush
rotates, and the whole disk brush group rotates

3. 650 mm width machine consists of 5 interlaced disk brushes, two ad1acent disk brushes are
rotated forward and backward, and the whole disk brush comb1nat1on swings horizontally 1n the
vertical d1rect1on of the feed

4. 1050mm width machine 1s composed of seven interlaced disk brushes, two ad1acent disk
brushes are rotated forward and backward, and the whole disk brush comb1nat1on swings
horizontally 1n the vertical d1rect1on of the feed

5. 1350 mm width machine 1s composed of nine interlaced disk brushes, two ad1acent disk brushes
are rotated forvvard and backward, and the wholedisk brush comb1nat1on swings horizontally 1n the
vertical d1rect1on of the feed  

OPTIONAL FEEDING: 

1. 1 Conveyor belt+ rubber roller clip feeding (for ordinary workpieces. Workpiece length 480 mm

2. Strong permanent magnet adsorption conveying ma ten al for carbon steel workpieces. Workpiece size 10 mm x 10 mm

3. Vacuum negative pressure adsorption conveying feeding (for stainless steel plate, copper plate, aluminum plate, etc.1s not

magnetically adsorbed Workpiece size ;a, 50 mm x 50 mm) 

• Four-column synchronous l1ft1ng, l1ft1ng height d1g1tal setting and reading, unit: mm

• The equipment 1s supplied with grinding fluid by sprinkler pipes at each station. The magnetic adsorption outlet 1s equipped

with demagnet1z1ng device to demagnetize the workpiece

• Automatic paper tape filter 1s used to filter grinding dust to provide grinding cycle grinding fluid to achieve environmental

protection production 
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Wet deburring /drawing/ polishing ) 
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OPTIONAL FEEDING: 

1. Conveyor belt + rubber roller clip feeding (for ordinary workpieces. Length of work piece之280

mm)

2. Strong permanent magnet adsorption conveying material for carbon steel workpieces. Workpiece

size之10 mmxlO mm

3. Vacuum negative pressure adsorption conveying feeding (for stainless steel plate, copper plate,

aluminum plate, etc.) is not magnetically adsorbed. Workpiece size之50 mmxSO mm)

4. The rubber roller + the rubber roller are clamped to feed the material. Workpiece length之280

mm)

l
吧



LSG-SERIES 
Dry deburring /drawing/ polishing
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EQUIPMENT CONFIGURATION 

• 如dth of equipment: 350mm、 650mm、 800mm、 1050mm、 1350mm 、 1600mm、 1900mm、

2200mm

• Optional feeding mode

1. Conveyor belt+ rubber roller clip feeding (for ordinary workpieces. Workpiece length名280 mm)

2. Strong permanent magnet adsorption conveying ma ten al for carbon steel workpieces. Workpiece

size ;a, 10 mm x 10 mm)

3. Vacuum negative pressure adsorption conveying feeding (for stainless steel plate, copper plate,

aluminum plate, etc.) 1s not magnetically adsorbed Workpiece size汪0 mmx 50 mm)

4. The rubber roller+ the rubber roller are clamped to feed the material. Workpiece length立80
mm)

• Four-column synchronous l1ft1ng, l1ft1ng height d1g1tal setting and reading, unit: mm

• Equipped with wet vacuum cleaner or industrial pulse vacuum cleaner to treat grinding dust to achieve

environmental protection production
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